Y6010-WK

19

Torque hand tight
to 10 in.-Ibs. max

Torque to
45-55in-lbs. 23

Torque to
5 15-25in.-lbs.

Torque to
25 10:20n-Ibs.

13

Torque to
3-5 ft.-lbs.

Torque hand tight
to 5 ft.-lbs.

/

31 Torque hand tight
to 10 in.-Ibs. max
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Y6010 (cont'd)

Part Number
D24888
D28959
ACG-408
Z-D27212
Z-GA-370
SS-2071
D27253
D20155
D20114
D20675
D26615
D28665
CAC-1254
SSF-621
D25878
D28919
D28676
SSF-995
#
D28960
D28796
D23138
CAC-60
SSF-8080-ZN
SST-107
SSF-630
AC-0609
AC-0558
SSF-981
D28961

# Order individual parts

D23000

Description
Nipple .25 NPT X 2.5

Pressure Switch

Fastener Assembly

Gauge 200PSI

Gauge 200PSI 1/4"

Nipple 1/4-18 NPT X 1.5
Regulator

Ring Regulator

Safety Valve 175 .250 NPT

Quick Connect Body

Power Cord

Console Cover

Pump Isolator (4)

Screw .250-14X.625 (2)

Check Valve 1/2 NPT X1/4 NPT
Console Bracket Cover

Saddle

Screw #10-24X.875 HHW THD (4)
Pump Assembly

Screw #6-32X.250 TORX THD (2)
Isolator Tube

Wheel 9" (2)

Shoulder Bolt .375-16X2.25 UNC (2)
Nut .375-16 UNC-2B HEX (2)
Recessed Rubber Bumper (2)
Screw .250-20X1.50 HHW THD (2)
Handle

Grip

Screw .250-14X.500 HEX (4)
Elbow 1/4 NPT X 5/16

NOT SHOWN
Drain Valve
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Torque 52 in.-Ibs.

Key
No.
1

2

3

4

5

6

7

8

9
10
11
12

Y6010 (cont'd)

Part Number
AC-0471
D25734
CAC-1196
CAC-1212
D24819
Z-D24985
D28664
SSG-8169
CAC-1206-1
SSF-3147

SUDL-9-1
SSF-3156
D27278
D25731
SSF-995
Z-D23825
AC-0815

D30139
KK-4964
KK-4929

Torque 30 ft.-Ibs.

Description

Shroud, Left

Shroud, Right

Cylinder Head

Tube Seal

Gasket Head

Valve Plate Assembly
Outlet Tube

O-ring

Cylinder Sleeve

Clamp

Screw, 3/8-16
Connecting Rod Assembly
Endbell Assembly
Screw, 8-32x .375/.344
Screw, 10-9x.50Plastite
Motor Cord

Pump Isolator (5)
Screw #10-24 x 7/8 (4)
Replacement Brush
Timing Belt

Kits Available
Gasket and seal kit
Connecting Rod Kit
Fastener Kit
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